
X1

X2

X4

X?

OPTIONAL GAIN STAGE TO BE
CONFIGURED BY USER

*

NOTE: D0 OF THE LO AND HI BYTES MUST BE INTERCHANGED
IN SOFTWARE DUE TO THE A/D'S HARDWARE ARCHITECTURE

ADC ZERO

GAIN BLOCK ZERO

D7

D6
D5
D4

D3

D2

D0

D7
D6
D5
D4

D3

D1
D0

D[0..7]

GAIN2
GAIN1
GAIN0

GAIN[0..2]

C181
0.1uf

C182
0.1uf

C183
0.1uf

C184
0.1uf

C185
0.1uf

C186
0.1uf

C187
0.1uf

C188
0.1uf

C189
0.1uf

C190
0.1uf

C191
0.1uf

C192
0.1uf

C193
0.1uf

JP175
2 P ST HDR

JP177
2 P ST HDR

JP173
2 P ST HDR

JP174
2 P ST HDR

JP176
2 P ST HDR

-

+

LF355

-

+

LF355
-

+

LF355

-

+

AMP*

10.0K-M

10.0K-M

10.0K-M

1%

1%

1%

100 OHM-P

1K-P

25K-P

25K-P

25K-P

29.4K-M
1%

2K-P

9.76K-M
1%

HI-508

POT*

SAT-M
SAT-M

1%
1%

SAT-P

HSADC

8PRECPT-1

8PRECPT-1

8PRECPT-1

8PRECPT-1

D2
D1

CONNECT DIRECTLY TO P1

NOTE: J1 THRU J4 PINS

THRU P4 PINS ON PC2


